
2.4GHz Range Vertically Polarized 
Omnidirectional Antenna 

 
 
 

 
The GCB-AVB omnidirectional antenna is made form sealed UV stabilized 
fiberglass with a stainless steel base.  It features a 3 degree electrical downtilt 
and is available with an integrated N female connector. 
 
Antennas are supplied with stainless steel mounting bracket and hardware for 
1in to 2in OD pole. 

Features 
• 12dB Antenna Gain 
• 3 Degree Electrical Downtilt Standard 
• Type N Female Integrated Bulkhead Connector 
• Rugged, Lightweight, and Waterproof 

Description 
The omnidirectional antenna is constructed of UV-stable fiberglass and all 
stainless steel brackets.  It comes with Type N female bulkhead connectors with 
heavy-duty nuts for optional standoff type mounting.  Because of its unique high 
performance design which eliminates nulls, it can be used in a wide variety of 
wireless systems. 

Specifications 
• 2400 – 2485MHz frequency range 
• 12dBi gain 
• -14 input return loss (S11) 
• 1.5:1 VSWR 
• 50 Ohm impedance 
• 100W input power 
• -40°C to 70°C operating temperature (-40°F to 158°F) 
• 7 degree vertical beam width 
• 3 degree electrical downtilt 
• 125mph (56M/sec) rated wind velocity 
• 1.4lb (0.6kg) 
• 48in × 0.6in (diameter)  
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